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5MW/10MWh BESS Specifications
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5MW/10MWh BESS

Figruel 5MW/10MWh BESS Diagram

5MWh Battery system

Figrue2
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Battery Type LFP cell 314Ah
Configuration 12*(4*1P104S)

Cooling Method
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Busbar Inverter
capacitance  circuit
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Temperature -20°C to +60°C(De-rating over 50° C)
Protection class Class |
Cooling Method Air Cooling
Degree of protection IP66
Altitude <4000m 3000m derating
Humidity 0%~95%(Non condensing)
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Maximum battery voltage 1500Vd.c.
Operating voltage range 1100~1500 Vd.c.
Rated voltage 1331.2Vd.c.
Max continuous discharge/charging current 2388Ad.c.
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Rated voltage 3~PE 750 Va.c.
Rated frequency 50Hz/60Hz
Rated power 2580kVA
Power factor (at rated power) >0.99
Power factor adjustable range -1 +1
Total current waveform distortion rate 3 %(Under rated power conditions)
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CE certification in accordance of IEC standards and, Grid Compliance
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Rated frequency 50Hz/60Hz

Rated power 5000kVA

Rated voltage Grid/0.75KV

ambient temperature -25°C to +40°C
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5MW/10MWh BESS Single-line Diagram
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